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വിഷയം :-  തേ�ശ േറാഡ് 5ന67ാരണ പ7തിയിൽ ഉൾെ�;< �=>ിക?െട 

@ണനിലാവാരം ഉറ�ാ3<തിേല3A മാർCനിർേ�ശDൾ
Eചന :-  29/11/2024 െല നം.നം. DB2/392/2024-LSGD-Part(1) സർ3ലർ

      തേ�ശ േറാഡ് 5ന67ാരണ പ7തി (LRRP) യിൽ ഉൾെ�;< �=>ിക?െട
@ണനിലാവാര>ിെP QർR ഉ>രവാദിത�ം �=>ി െചT<കരാ�കാരനിUം �=>ി3
േമൽേനാVം വഹി3< ഉേദ�ാഗYരിUം നിZി[മായിരി3ം. MoRD/MoRTH െ`സിഫിേbഷൻ
അdശാസി3ം �കാരeA @ണനിലവാര>ിലാണ് �=>ികൾ െചT<െത<് ഇവർ ഉറg
വ6േ>hതാണ്. ഇതിനാവശ�മായി വ6< ക�ാളിjി െടkകൾ നട>ി ആയതിെP റിേപാർmകൾ
ജിoാ തല സാേpതിക സമിതിqെട പരിേശാധന േവളയിൽ സമർ�ിേbhsമാണ.് ഇേതാെടാ�ം
ഉAടbം െചtിരി3< ലിu് �കാരeA പരിേശാധനകൾ ജിoാതല സാേpതിക പരിേശാധനാ
സമിതി നടv<താണ്. ലാബ് പരിേശാധനകൾbായി സർbാർ/എyഡഡ് എzിനീയറിംഗ്
േകാേള{ക?േടേയാ, സർbാർ/എyഡഡ് േപാളിെടb്നിb് േകാേള{ക?േടേയാ, NABL
അ�ഡിjഡ് ലാ�ക?േടേയാ േസവനം സ�ീകരിbാ�<താണ്. പരിേശാധനക?െട െചലവ് (ലാബ്
ഫീസ്, േലബർ, പരിേശാധനാസാമ�ികൾ) ബ�െ�V കരാ�കാരൻ വഹിേbhതാണ്. External
Quality Monitor മാർ3A േഹാണേററിയം, യാ�ബ>, മj് ആd�ല�Dൾ എ<ിവ സർbാർ 
ഉ>ര�കൾ3 വിേധയമായി ഈ കാര�ാലയ>ിൽ നി�ം അdവദി3<താണ്.
         േകാൺ�ീj് ഐjDൾ പരിേശാധി3േ ാൾ, 28 day cube compressive strength test
നട>ിയതിെP റിേ�ാർV് സാേpതിക സമിതി eൻപാെക ബ�െ�V AE/AEE
ഹാജരാേbhതാണ്. നിർ�ാണം 5േരാഗമി3േ ാൾ എoാ ഘV>ിെലqം േഫാേVാ�ാ�കൾ  
ബ�െ�V അസിuP ് എൻജിനീയർമാർ എ;v EZിേbhsം, ഈ പ7തിയിൻ കീഴിെല 
�=>ിക?െട 5േരാഗതി വിലയി6v<തിനായി ഒ63< MIS േസാ£്െവയർ സ¤മാ�േ ാൾ
അതിൽ അപ്േലാഡ ്െചേ2hsമാണ്.
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MoRTH specs MoRD specs

Gradation IS 2386 Part 1 Table 400-1  Table 400-1

Thickness --
As specified in the 
estimate

As specified in the 
estimate

Gradation IS 2386 Part 1 Table 400-13 Table 400-12

Thickness --
As specified in the 
estimate

As specified in the 
estimate

Bitumen Content IS 19008:2023 --
As specified in the 
estimate

Thickness -- --
As specified in the 
estimate

Bitumen Content IS 19008:2023 -- Clause 507.2.5

Thickness -- --
As specified in the 
estimate

Bitumen Content IS 19008:2023 Table 500.17 --

Thickness --
As specified in the 
estimate

--

Bitumen Content IS 19008:2023 Table 500.7 --

Thickness --
As specified in the 
estimate

--

Bitumen Content IS 19008:2023 Table 500.10 --

Thickness --
As specified in the 
estimate

--

28th day cube 
compressive strength 
test report

IS 456:2000, IS 
516

--
Compressive 
strength as specified 
in the estimate 

Compressive 
strength test on core-
after 28 days from 
the day  of casting

IS 456:2000, IS 
516

--
As specified in the 
estimate and Clause 
17.4 of IS 456:2000

Thickness -- --
As specified in the 
estimate

28th day cube 
compressive strength 
test report

IS 456:2000, IS 
516

Compressive 
strength as specified 
in the estimate 

Compressive 
strength as specified 
in the estimate 

Thickness --
As specified in the 
M.Book

As specified in the 
M.Book

Compressive 
strength test

IS 15658:2021
As specified in the 
estimate

As specified in the 
estimate

Thickness --
As specified in the 
estimate

As specified in the 
estimate

LIST OF TESTS TO BE CONDUCTED FOR WORKS UNDER LRRP

Conformation Criteria

GSB1

2 WMM

Sl. No Layer Name of test
IS Code for 

testing

10 Interlock Pavements

20mm OGPC+Seal coat3

4 MSS

8 Pavement Concrete

9
All concrete of grade M20 and 
higher except pavement concrete 

5 BC

6 BM

7 DBM


